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Micro RC Racer 
Pen by Stylus 
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Available from Playthings Past http://shop.store.yahoo.com/playthingspastllc/st744.html   
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Adding an IR Device (car) 
 
If CAR is not stored in your device as an IR device, you can add it.  To add a device, go 
into the toolbox and select IR SETUP MENU. 
 

 
 

Select ADD A DEVICE.  
  

 
 

 
 

Type the name of the new device (car). Then select OK. 
 

 

car 
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Type the name of the first function (go), then select OK. 
 

 
 

As soon as you hit OK, you will be ready to teach the IR signal to the Vantage / 
Vanguard.  To do this, aim the remote at the IR window and tap the button for ‘GO’. 
     

 
 
Immediately after you tap the remote button, you will be given the opportunity to test the 
signal.  If it works, hit OK. 
 
You can continue adding functions.  For the IR car, we still need to add ‘TURN’.  To do 
this: 

·  Select ADD A FUNCTION 
·  Spell ‘TURN’ 
·  Aim remote at the device and tap the remote button for turn. 

 
When both ‘GO’ and ‘TURN’ have been added, select OK to exit the IR SET UP MENU. 

 

 
 

Storing IR Functions on the IR Car Page 
 

go 
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There are two ways to modify the IR CAR PAGE.  You can go into the TOOLBOX and 
select MODIFY PAGE and then find the IR CAR PAGE or go to the IR CAR PAGE and 
select the SET UP key.   Then choose the key to modify – in this case we will modify 
g̀o'. 
 

 
 

Select SPELL TEXT FOR MESSAGE. 
 
 

 
 

 
 
 
 
 
Do not erase the word g̀o', just select INSERT TOOL  
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and then choose IR. 
  

 
 

Select the device to store – we will store CAR. 
 

 
 

Select the Function to store – we will store GO.  Then Select OK. 
   

 

 
 
 
 
 
Your display should now look like this. 
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Now follow the same procedure to store the IR command for TURN with t̀urn'. 

 
 


